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FEATURES AND FUNCTIONS

BC 5.0 WR BC 5.0 WL BC 8.0 WR BC 8.0 WL BC 10.0 WR BC 10.0 WL BC 12.0 WR BC 12.0 WL BC 12.0 WL CAD BC 14.0 WR BC 14.0 WL BC 14.0 WL CAD

BIKE FUNCTIONS
Current speed

Average speed - -

Maximum speed - - - -

Comparison of cur. / avg. speed - -

Distance

Total distance

Ride time

Total ride time - -

12h /24h clock

Temperature - - - -

Cadence - - - - - - - opt. - opt.

ALTITUDE FUNCTIONS
Current altitude - - - - - - - - -

Current gradient - - - - - - - - -

Altitude uphill - - - - - - - - -

Total altitude uphill - - - - - - - - -

Maximum altitude - - - - - - - - -

FEATURES
Can be used for 2 bikes - - - - - -

ATS coded wireless transmission (up to 70 cm)* - - - - - - - - -

STS coded wireless transmission (up to 90 cm)* - - - - - - - -

Available languages: DE-EN-FR-IT-ES-NL-PL - -

Functions displayed with icons - - - - - - - - - -

Programmable based on tire selection

Backlight - - - - - -

12 months of workout statistics - - - - - -

Data retention when batteries are replaced 
(settings and total values)

- - - -

Low battery indicator – computer head - - - - - -

Low battery indicator – transmitter - - - - - - - -

Service interval adjustable (by the retailer) - -

Automatic start/stop unlimited - - -

Automatic start / stop with a time limit of 1 hours - - - - - - - - -

Automatic bike recognition (Bike 1 / Bike 2) - - - - - - - -

Adjustable start altitude - - - - - - - - -

* Range between transmitter and bike computer
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